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BENTON COUNTY PUBLIC WORKS DEPARTMENT 
APPLICATION AND PERMIT TO CONSTRUCT A UTILITY LINE 

(SUBMIT 2 PLANS WITH PERMIT APPLICATION) 
 
NAME ________________________________________________________ PERMIT NO. _______________________________ 

ADDRESS _____________________________________________________ ROAD NO. _________________________________ 

CITY ___________________________ STATE _______________________ ROAD NAME _______________________________ 

TELEPHONE ____________________________ ZIP __________________ MILE POST _________________ TO ____________ 

I HEREBY DECLARE THAT I HAVE LAWFUL AUTHORITY TO APPLY FOR THE T________   R___________ SEC.________________ 
PERMIT AND WILL ABIDE BY THE STANDARDS AS SET FORTH HEREIN AND 
AND AS REQUIRED BY STATE LAW. 

APPLICANT ____________________________________________________                      DATE ______________________________________ 

BY___________________________________________________________ 

CONTRACTOR___________________________________________________ 

DATE WORK IS TO BEGIN___________________________________________ 

UPON COMPLETION NOTIFY BENTON COUNTY PUBLIC WORKS 541-766-6821. ALWAYS REFER TO PERMIT NUMBER    
____________________________________________________________________________________________________________ 
ADDITIONAL DATA: ____________________________________________________________________________________________________________________ 

_______________________________________________________________________________________________________________________________________ 

_______________________________________________________________________________________________________________________________________ 
 THIS PERMIT EXPIRES IF WORK IS NOT STARTED WITHIN 60 DAYS AND NOT COMPLETED WITHIN 180 DAYS. 

  CALL 24 HOURS PRIOR TO REQUIRED INSPECTIONS    TRAFFIC FLAGGING WILL BE PERFORMED BY CERTIFIED FLAGGERS ONLY. 
 ANY FACILITY EXTENDING ABOVE GRADE MUST BE MAINTAINED IN A HIGHLY VISIBLE CONDITION TO AVOID DAMAGE FROM ROUTINE ROAD 

MAINTENANCE OPERATIONS. 
 CALL BEFORE YOU DIG  1-800-332-2344 

________________________________________________________________________________________________________________________ 

 
(FOR COUNTY USE) 

 
SPECIAL PROVISIONS: __________________________________________________________________________________________________________ 

____________________________________________________________________________________________________________________________________ 

____________________________________________________________________________________________________________________________________ 
 
DATE ___________________________________                           PERMIT RECOMMENDED BY ____________________________________________________ 
                                                                               
                                                                                                              PERMIT AUTHORIZED BY _______________________________________________________ 
    FOR PUBLIC WORKS DIRECTOR  
 
 
INSPECTED BY ___________________________ DATE __________________ COMPLETION DATE _______________ BY ______________________________ 
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(OVER) 
STANDARD PROVISIONS 

 
TRAFFIC CONTROL 
TRAFFIC CONTROL SHALL CONFORM TO THE ODOT SHORT TERM TRAFFIC CONTROL HANDBOOK (1998). 

CONSTRUCTION / INSTALLATION 

1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH RULES ADOPTED BY THE OREGON UTILITY NOTIFICATION CENTER.                               
CALL 1-800-332-2344 FOR A LINE LOCATE TWENTY-FOUR (24) HOURS PRIOR TO CONSTRUCTION 

2. INSTALLATIONS WITHIN THE LIMITS OF PAVING, SHALL BE PLACED BY BORING OR PUSHING UNLESS OTHERWISE PERMITTED.  WHEN 
EXPRESSLY ALLOWED UNDER THE PERMIT, TRENCHING WITHIN THE ROADWAY AREA SHALL CONFORM TO THE ROAD TRENCH DETAIL. 

3. PLOWING WILL BE ALLOWED IN UTILITY ZONE “A” ONLY. 

4. BACKFILL: 
Zone A-- NATIVE MATERIAL COMPACTED TO 90 PERCENT RELATIVE MAXIMUM DENSITY. 

Zone B--1”-0 CRUSHED AGGREGATE BASE ROCK PLACED IN SIX (6) INCH LIFTS AND COMPACTED TO 95 PERCENT RELATIVE MAXIMUM 
DENSITY. 

5. CONTRACTORS SHALL NOTIFY BENTON COUNTY FORTY-EIGHT (48) HOURS BEFORE CONSTRUCTION 541.766-6821. CONTRACTORS WILL 
HAVE A SET OF PLANS AND AN AUTHORIZED COPY OF THIS PERMIT ON THE JOB DURING CONSTRUCTION. 

6. ALL UTILITY LINES, CONDUITS, APPURTANCES, OTHER STRUCTURES INSTALLED UNDER THIS PERMIT SHALL BE PLACED SUCH THAT THERE 
SHALL BE NO INTERFERENCE WITH NORMAL ROAD MAINTENANCE. 

7. WORK NOT COMPLETED TO THE SATISFACTION OF THE PUBLIC WORKS DIRECTOR, SHALL BE CORRECTED BY THE PERMIT HOLDER WITHIN 
THIRTY (30) DAYS NOTICE, OR IT SHALL BE CORRECTED BY COUNTY FORCES AT THE PERMIT HOLDER’S EXPENSE. 

8. THE COUNTY RESERVES THE RIGHT TO REQUIRE THE REMOVAL OR REPLACEMENT OF ANY UTILITY LINE IF THE COUNTY DECIDES THAT IT 
IS IN THE BEST INTEREST OF THE COUNTY. 

9. THE APPLICANT SHALL COMPLY WITH ALL LOCAL, STATE AND FEDERAL LAWS, INCLUDING BUT NOT LIMITED TO, THE FEDERAL AND STATE 
ENDANGERED SPECIES ACTS, AND SHALL BE RESPONSIBLE FOR OBTAINING ANY REQUIRED APPROVALS FROM FEDERAL AND/OR STATE 
REGULATORY AGENCIES. 

 
PAVEMENTS 
ALL AC CUTS OR REPAIRS SHALL HAVE HARD SURFACE REPAIRS MADE ON A DAILY BASIS, PRIOR TO REMOVAL OF TEMPORARY TRAFFIC OR THE 
CUT SHALL BE SURFACED WITH A MINIMUM OF ONE (1) INCH OF COLD MIX ASPHALT UNTIL PERMANENT AC REPAIRS ARE COMPLETED IN 
ACCORDANCE WITH THE STANDARD DETAIL.  APPROPRIATE SIGNING MUST REMAIN UNTIL PERMANENT REPAIRS ARE COMPLETED AND ARE THE 
RESPONSIBILITY OF THE CONTRACTOR. 

ALL PAVEMENT MARKINGS REMOVED DURING REPAIR OR CONSTRUCTION SHALL BE REPLACED BY PERMIT HOLDER IMMEDIATELY UPON 
COMPLETION OF THE PROJECT.  ALL LANE MARKINGS, WHICH ARE REMOVED, MUST BE REPLACED DAILY WITH STRIPING TAPE OR OTHER 
ACCEPTABLE DELINEATION DEVICES UNTIL PERMANENT MARKINGS ARE PLACED.  MAINTENANCE OF ALL TEMPORARY MARKING IS THE 
RESPONSIBILITY OF THE PERMIT HOLDER. 
 
INSURANCE / INDEMNITY 
THE APPLICANT SHALL BE LIABLE AND HOLD THE COUNTY HARMLESS FOR ANY LIABILITY FOR ALL ACCIDENTS, DAMAGE OR INJURY TO ANY 
PERSON OR PROPERTY RESULTING FROM THE CONSTRUCTION, MAINTENANCE, REPAIR, OPERATION OR USE OF SAID UTILITY. 
 
CONTRACTOR WORKING IN THE RIGHT OF WAY 
ANY CONTRACTOR WORKING IN THE RIGHT OF WAY OF A COUNTY OR PUBLIC RIGHT OF WAY SHALL HAVE COMPETENT AND RESPONSIBLE 
PERSON VERIFY IN WRITING TO THIS OFFICE THAT NO SURVEY MONUMENTS WILL BE DESTROYED OR DISTURBED.  THE PERSON SHALL REVIEW 
ALL OF THE RECORDS IN THE COUNTY SURVEYOR’S OFFICE AND OTHER LOCATIONS AND MAKE A THOROUGH FIELD SEARCH FOR ANY 
MONUMENTS THAT MAY BE SUBJECT TO REMOVAL OR DESTRUCTION.  IF ANY SUCH MONUMENT(S) IS (ARE) IDENTIFIED A COMPETENT LAND 
SURVEYOR SHALL REFERENCE AND REPLACE THOSE MONUMENTS.    OREGON REVISED STATUTES 209.150 STATES “ ANY PERSON OR PUBLIC 
AGENCY REMOVING, DISTURBING OR DESTROYING ANY SURVEY MONUMENT RECORDED IN THE OFFICE OF THE COUNTY SURVEYOR OR 
COUNTY CLERK SHALL CAUSE A REGISTERED PROFESSIONAL LAND SURVEYOR TO REFERENCE AND REPLACE THE MONUMENT WITHIN 90 DAYS 
OF THE REMOVAL, DISTURBANCE OR DESTRUCTION 

TRENCH 
FOUNDATION
STABILIZATION, AS 
REQUIRED

MINIMUM TRENCH WIDTH:  18" WIDER
THAN OUTSIDE DIAMETER OF THE PIPE
MAXIMUM TRENCH WIDTH: 30" WIDER
THAN OUTSIDE DIAMETER OF THE PIPE

TACKED SAWED FACE JUST
PRIOR TO PAVING (TYP.)INITIAL

SAW CUTEXISTING PAVEMENT

UNDISTURBED
AGGREGATE BASE
(EXISTING) 12" 3/4"-0 CRUSHED

AGGREGATE OR 
CONTROLLED DENSITY
FILL, AS SPECIFIED

PLACE A MIN OF 4" CLASS "C" ASPHALTIC 
CONCRETE PAVEMENT
PLACED IN 2" MAX LIFTS.  PIPE ZONE

3/4"-0 CRUSHED
AGGREGATE
UNLESS OTHERWISE 
APPROVED

12" MIN. 12" MIN.

INITIAL
SAW CUT

AC AND AGGREGATE MATERIALS AND 
PLACEMENT SHOULD CONFORM TO 
ODOT STANDARD SPECIFICATIONS FOR 
HIGHWAY CONSTRUCTION 


